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INDUSTRIAL ALUMINUM BOTTLES TYPE 802

Ranging from 2,500ml (840z) to 28,500ml

(7.53 gal) the Type 802 has a Chlorobutyl Plug and
a crimped-on aluminum cap.They can be used to
ship powders and viscous products.

Closure
Chlorobutyl Plug secured by a crimped-on
aluminum cap.

Optional

Applications Bottle Anodization.

API )

CED Accessories

And More... Crimping tool

Cap opener

Main Features

One-piece body in minimum 99.5% pure

aluminum [050A.

Internal neck diameter 101 mm (3.98”)

BOTTLES

Packing Packing
Capacity Per Case Per Pallet Diameter ight*
mm | Inches | mm | Inches

2,500 ml 84 oz 39 364 175 6.89 150 591
5,550 ml 1.45 gal 26 156 175 6.89 274 10.79
6,250 ml 1.65 gal 26 156 175 6.89 315 12.40
12,500 ml 3.3 gal 9 90 220 8.66 389 15.32
20,000 ml 5.28 gal NA 55 300 11.81 352 13.86
25,000 ml 6.6 gal NA 44 300 1.8l 438 17.24
28,500 ml 7.53 gal NA 22 300 11.81 475 18.70

* Approximative height with closure

CLOSURES

Description Packing
Chlorobutyl Plug 120
Aluminum cap 216
ACCESSORIES
Description

Crimping tool for aluminum cap
Aluminum cap opener

The information contained herein is accurate at the time of
publication, and is subject to changes, errors and omissions.
Products must be tested for compatibility with bottles

and closures.
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